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IP0065 Technical Features:  

Interactive LED Touch Panel

65
"

View Angle 178 (H) / 178 (V)

Size

Back Light

Active Display Area

Aspect Ratio

1428.48(H) x 803.529 (V)

65INCH

D-LED

16:9

Contras Ratio

Brightness

Display Colors 1.07B (10bit)

350cd/m2

1200:01:00

Resolution 3840 x 2160

LED Life Time

Screen Protector

Speaker

Power (No PC)

Working Voltage

Standby Power

50,000 Hrs (min.)

4mm Tempered AG Glass

8Ὠ, 15W x2

≤ 250W

100V ~ 240V AC

≤ 0.5W

Physical Size 1490.6*904.8*88.95mm

Touch Technology

Touch Points

Inductive Objects

Storage & Working Humidity

Finger or Pen

Infrared technology   (IR)

Windows system: 40 TOUCH 
Android system: 20 TOUCH

10% ~ 90%

Response Time

Operation System

Storage & Working Temp
Working  Temperature: 0 ℃~ 45 ℃, 
Storage Temperature: -20 ℃~ 60 ℃

Support  Windows, Mac,  Android,  
Linux, Chrome

≤ 6ms

Accuracy Φ  2mm

Carton Size

Net Weight

Gross Weight

Accessories

1576*980*200mm

41 kg  

49.5 kg  

Remote control*1; Power cable 1.8M*1;
Quick start guide ; Stylus Pen *2 ;  

Response Time 8ms ( typ.)

LED 
Parameters

Display
Parameters

Speaker

Power
Parameters

Touch

Parameters

Enviroment

Packing
Parameters

Standard 
Configuration

CPU / GPU
Quad Core,  A55*4,  1.9Ghz
GPU - Mali G52MP2

RAM and ROM DDR4 4GB   &  EMMC 32GB 

Android System Android 11

WIFI

Bluetooth

UI Resolution

Ethernet Network

802.11ac/b/g/n/a  2.4G  
Hotspot  5Ghz  +2.4G

Bluetooth 5.0

4K

10M/100M/1000M

Android OS

Input

Output

RJ45 IN*1, RS232*1, HDMI IN 2.1*2, 
VGA*1, AUDIO IN*1, AV IN*1, USB 2.0*1, 
USB 3.0*1, SD Card slot*1, DP*1, Type C*1

SPDIF OUT*1, AUDIO OUT*1, Touch
(Type B)*2,HDMI Out*1, RJ45 OUT,  
AV Out*1    

Input & Output


